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FFB-M – Fuzz Friendly Buffer (Unbuffer)

Overview

The FFB-M is designed to restore the natural interaction between your guitar and fuzz pedals when
using buffered signal chains.

Many classic fuzz circuits require a direct connection to the guitar pickup. Buffers placed before
them can drastically alter their response, cleanup behavior, and overall tone.

The FFB-M solves this by recreating the correct impedance relationship — even in complex
pedalboard setups.

Controls

HB / SC Switch

• SC (Single Coil) – Lower impedance setting for single coil pickups.

• HB (Humbucker) – Higher impedance setting for humbuckers or hotter pickups.

Use this switch to fine-tune how your fuzz reacts to volume roll-off and playing dynamics.

Internal Trimpot (Impedance Adjustment)

• Fine adjustment of input impedance

• Matches the circuit precisely to your pickups

• Improves cleanup and dynamic response

Small adjustments can have a noticeable impact — dial in carefully.

Connections

• Input – From buffered signal chain

• Output – To fuzz pedal

Place the FFB-M directly before your fuzz for best performance.

Power

No power required. The FFB-M is a fully passive circuit.

Notes

• Optimized for impedance-sensitive fuzz pedals

• Ideal for Fuzz Face and Tone Bender style circuits

• Restores volume cleanup and natural dynamics

Form follows function — always.


